
 

 

JL M6 Relearn Procedure 

This procedure is a required step after changing tire size setting on a manual transmission Wragler JL 
above 33 inches:  

 

The “top gear” re-learn procedure is required when changing the tire size on a Manual transmission 
Wrangler JL.  Failure to do so will result in an Electronic Stop-Start (ESS) error. 

1- Use the Tazer JL to enter your desired tire size. 
2- Select “Full Reboot” and allow it to complete its 2.5 minute cycle. 
3- Start the Jeep, allow the radio to boot up, then turn it off.  Start it again. 
4- The top-gear re-learn requires that you accelerate to highway speed (40-80mph), be in 6th gear, 

maintain some accelerator pedal pressure (not decelerating) for about 30 seconds. 
5- Once this is complete, you can turn the Jeep off and finish the two sleep cycles as mentioned in 

the user manual, so the radio gets back to normal. 
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Z Automotive cannot be held responsible misuse or consequential 

damages.  If you are in doubt, email support@zautotech.com.  Please be aware that 

modifying your vehicle in any way can affect your vehicle’s warranty, longevity, handling, 
etc.  Please use with caution, and AT YOUR OWN RISK.  USING THE LIGHT SHOW 
FEATURE ON PUBLIC ROADS, IMPERSONATING A POLICE OFFICER IS A FELONY.  
LIGHT SHOW IS INTENDED FOR CAR SHOW/TRACK/OFF ROAD USE ONLY.  Z 
Automotive is in no way affiliated with FCA. 

Protected by US Patents 15/441,476 and 15/441,467  


